GENERAL INSTRUCTIONS

1.) THIS ITEM COMES PRE-ASSEMBLED IN THREE
SECTIONS; (1) LEFT HAND SECTION; (1) RIGHT
HAND SECTION; (1) HORIZONTAL SECTION.

2.) EACH 6-TIER LOCKER SECTION WILL HAVE (8) OPEN
HOLES AT THE TOP. THESE HOLES WILL FACE THE INSIDE
OF THE LOCKERACK

ASSEMBLY INSTRUCTIONS

1.) LAY BOTH THE RIGHT & LEFT HAND UNITS ON THER
BACKS SO THAT THE DOORS ARE FACING UPWARD. REMOVE THE
8 BOLTS LOCATED AT THE TOP OF EACH SECTION. (DETAIL #1)

2.) ATTACH THE CENTER SECTION WITH THE HARDWARE
PROVIDED. (DETAIL #1)

3.) NEXT ATTACH THE COAT ROD TO THE HORIZONTAL
SECTION USING THE OPEN HOLES ON THE BOTTOM
(DETAL #2)
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4.) THEN ATTACH THE HOLES IN THE COAT ROD TO THE
SIDES OF THE LEFT & RIGHT HAND SECTIONS. (DETAIL #3)

5.) FINALLY, ATTACH THE BOX LOCKER PULLS WITH THE
HARDWARE PROVIDED (DETAILL #4)
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DETAIL #3

ASSEMBLY INSTRUCTIONS FOR
SET-UP 16 PERSON LOCKERACK
AND HORIZONTAL SECTION
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